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(57) ABSTRACT

Unwanted radiation is reduced in a high-frequency signal
transmission line that includes a ground conductor provided
with an opening that overlaps a signal line. A dielectric ele-
ment assembly has a relative dielectric constant €1 and has a
first principal surface and a second principal surface. A signal
line is provided in the dielectric element assembly. A ground
conductor is provided in the dielectric element assembly and
on the first principal surface side with respect to the signal
line, faces the signal line, and is provided with an opening that
overlaps the signal line. A high dielectric constant layer has a
relative dielectric constant €2 higher than the relative dielec-
tric constant €1 and is provided on the first principal surface
s0 as to overlap the opening.
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HIGH-FREQUENCY SIGNAL
TRANSMISSION LINE

BACKGROUND OF THE INVENTION

1. Field of the Invention

The present invention relates to a high-frequency signal
transmission line and more particularly relates to a high-
frequency signal transmission line including a ground con-
ductor and a signal line.

2. Description of the Related Art

In a high-frequency signal transmission line having a strip-
line structure in which a signal line is sandwiched between
ground conductors from above and below, due to the reason
described below, the line width of the signal line is increased
in order to decrease a high-frequency resistance value of the
signal line. More specifically, when a high-frequency signal
flows through the signal line, the high-frequency signal flows
in a concentrated manner through the vicinity of the surface of
the signal line due to a skin effect. In addition, when the
high-frequency signal flows through the signal line, a high-
frequency signal flows also through the ground conductors in
a direction opposite to that of the high-frequency signal dueto
electromagnetic induction. The high-frequency resistance
value of such a high-frequency signal decreases, if the surface
area of the signal line and the area of a portion of each ground
conductor which the signal line faces increase and conductor
loss in the signal line and each ground conductor decreases.
Therefore, in the high-frequency signal transmission line, the
line width of the signal line is increased in order to decrease
the high-frequency resistance value of the signal line.

However, when the line width of the signal line is
increased, the area of a portion where the signal line and each
ground conductor face each other increases, and a capaci-
tance occurring between the signal line and the ground con-
ductor increases. Thus, in order to set the high-frequency
signal transmission line so as to have a predetermined imped-
ance, the distance between the signal line and each ground
conductor is increased and the capacitance is decreased.
However, when the distance between the signal line and each
ground conductor is increased, the thickness of the high-
frequency signal transmission line increases and it becomes
difficult to bend and use the high-frequency signal transmis-
sion line.

Thus, it is considered that the signal line and each ground
conductor are not arranged to face each other. Hereinafter,
this will be described in more detail with reference to the
drawing. FIG. 18 is a diagram of a high-frequency signal
transmission line 500 in which a signal line 502 is exposed
from a ground conductor 504, as seen in a planar view from a
lamination direction.

As shown in FIG. 18, the high-frequency signal transmis-
sion line 500 includes the signal line 502 and the ground
conductors 504 and 506. The signal line 502 is a line-shaped
conductor. The ground conductor 506 is provided on the
lower side of the signal line 502 in the lamination direction
and faces the signal line 502 through a dielectric layer. The
ground conductor 504 is provided on the upper side of the
signal line in the lamination direction and has an opening. The
signal line 502 is located in the opening when being seen in a
planar view from the upper side in the lamination direction.

In the high-frequency signal transmission line 500 shown
in FIG. 18, the signal line 502 and the ground conductor 504
do not overlap each other when being seen in a planar view
from the lamination direction. Thus, a capacitance occurring
between the signal line 502 and the ground conductor 504 in
the high-frequency signal transmission line 500 is smaller
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2

than a capacitance occurring between a signal line and a
ground conductor in a high-frequency signal transmission
line in which the signal line and the ground conductor overlap
each other. Due to this, in the high-frequency signal transmis-
sion line 500, it is possible to decrease the distance between
the signal line 502 and the ground conductor 504. As a result,
in the high-frequency signal transmission line 500, the thick-
ness of the high-frequency signal transmission line 500 can be
decreased, and it becomes possible to bend and use the high-
frequency signal transmission line 500.

However, the high-frequency signal transmission line 500
has a problem that unwanted radiation from the signal line
502 occurs. The signal line 502 does not overlap the ground
conductor 504. Thus, an electromagnetic field generated by a
current flowing through the signal line 502 is not absorbed by
the ground conductor 504 and is radiated through the opening
to the outside of the high-frequency signal transmission line
500, and unwanted radiation occurs.

As ahigh-frequency signal transmission line that can solve
the above problem, for example, a flexible board described in
Japanese Unexamined Patent Application Publication No.
2007-123740 is known. FIG. 19 is a diagram of a flexible
board 600 described in Japanese Unexamined Patent Appli-
cation Publication No. 2007-123740, as seen in a planar view
from a lamination direction.

The flexible board 600 includes a signal line 602 and a
ground layer 604. The signal line 602 is a line-shaped con-
ductor. The ground layer 604 is laminated on the upper side of
the signal line 602 in the lamination direction via a dielectric
layer. In addition, although not shown, a ground layer is
provided on the lower side of the signal line 602 in the
lamination direction. In the flexible board 600, a plurality of
openings 606 is provided in the ground layer 604. The open-
ings 606 have rectangular shapes and are arranged on the
signal line 602 in a line. Thus, the signal line 602 partially
overlaps the ground layer 604 when seen in a planar view
from the upper side in the lamination direction. As a result, in
the flexible board 600, since the signal line 602 overlaps a
portion of the ground conductor 604 where no opening is
formed, unwanted radiation from the signal line 602 is
reduced in this portion.

However, in the flexible board 600 described in Japanese
Unexamined Patent Application Publication No. 2007-
123740 as well, unwanted radiation occurs through the open-
ings 606.

SUMMARY OF THE INVENTION

Therefore, preferred embodiments of the present invention
significantly reduce and prevent unwanted radiation in a high-
frequency signal transmission line that includes a ground
conductor provided with an opening that overlaps a signal
line.

A high-frequency signal transmission line according to an
aspect of a preferred embodiment of the present invention
includes an element assembly having a first relative dielectric
constant and including a first principal surface and a second
principal surface; a line-shaped signal line provided within
the element assembly; a first ground conductor provided in
the element assembly and on the first principal surface side
with respect to the signal line and facing the signal line, the
first ground conductor being provided with a first opening that
overlaps the signal line; and a first high dielectric constant
layer having a second relative dielectric constant higher than
the first relative dielectric constant and provided on the first
principal surface so as to overlap the first opening.
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According to various preferred embodiments of the present
invention, unwanted radiation is reduced in a high-frequency
signal transmission line that includes a ground conductor
provided with an opening that overlaps a signal line.

The above and other elements, features, steps, characteris-
tics and advantages of the present invention will become more
apparent from the following detailed description of the pre-
ferred embodiments with reference to the attached drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is an external perspective view of a high-frequency
signal transmission line according to a preferred embodiment
of the present invention.

FIG. 2 is an exploded diagram of a dielectric element
assembly of the high-frequency signal transmission line in
FIG. 1.

FIG. 3 is a cross-sectional structure diagram of the high-
frequency signal transmission line in FIG. 1.

FIG. 4 is a cross-sectional structure diagram of the high-
frequency signal transmission line.

FIG. 5A is an external perspective view of a connector of
the high-frequency signal transmission line.

FIG. 5B is a cross-sectional structure diagram of a connec-
tor of the high-frequency signal transmission line.

FIG. 6A is diagram of an electronic device in which the
high-frequency signal transmission line is used, as seen in a
planar view from a y-axis direction.

FIG. 6B is diagram of an electronic device in which the
high-frequency signal transmission line is used, as seen in a
planar view from a z-axis direction.

FIG. 7 is an exploded diagram of a laminate of a high-
frequency signal transmission line according to a first modi-
fied example of a preferred embodiment of the present inven-
tion.

FIG. 8 is a diagram when the high-frequency signal trans-
mission line in FIG. 7 is seen through from a z-axis direction.

FIG. 9 is an equivalent circuit diagram of a portion taken
out from the high-frequency signal transmission line accord-
ing to the first modified example of a preferred embodiment
of the present invention.

FIG. 10 is an exploded diagram of a laminate of a high-
frequency signal transmission line according to a second
modified example of a preferred embodiment of the present
invention.

FIG. 11 is an exploded diagram of a laminate of a high-
frequency signal transmission line according to a third modi-
fied example of a preferred embodiment of the present inven-
tion.

FIG. 12 is an exploded diagram of a laminate of a high-
frequency signal transmission line according to a fourth
modified example of a preferred embodiment of the present
invention.

FIG. 13 is an exploded diagram of a laminate of a high-
frequency signal transmission line according to a fifth modi-
fied example of a preferred embodiment of the present inven-
tion.

FIG. 14 is a diagram when the high-frequency signal trans-
mission line in FIG. 13 is seen through from a z-axis direc-
tion.

FIG. 15 is an exploded diagram of a laminate of a high-
frequency signal transmission line according to a sixth modi-
fied example of a preferred embodiment of the present inven-
tion.
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FIG. 16 is an exploded diagram of a laminate of a high-
frequency signal transmission line according to a seventh
modified example of a preferred embodiment of the present
invention.

FIG. 17 is an exploded diagram of a laminate of a high-
frequency signal transmission line according to an eighth
modified example of a preferred embodiment of the present
invention.

FIG. 18 is a diagram of a high-frequency signal transmis-
sion line in which a signal line is exposed from a ground
conductor, as seen in a planar view from a lamination direc-
tion.

FIG. 19 is a diagram of a flexible board described in Japa-
nese Unexamined Patent Application Publication No. 2007-
123740, as seen in a planar view from a lamination direction.

DETAILED DESCRIPTION OF THE PREFERRED
EMBODIMENTS

Hereinafter, high-frequency signal transmission lines
according to preferred embodiments of the present invention
will be described with reference to the drawings.
(Configuration of High-Frequency Signal Transmission
Line)

Hereinafter, the configuration of a high-frequency signal
transmission line according to a preferred embodiment of the
present invention will be described with reference to the
drawings. FIG. 1 is an external perspective view of the high-
frequency signal transmission line 10 according to the pre-
ferred embodiment of the present invention. FIG. 2 is an
exploded diagram of a dielectric element assembly 12 of the
high-frequency signal transmission line 10 in FIG. 1. FIG. 3
is a cross-sectional structure diagram of the high-frequency
signal transmission line 10 in FIG. 1. FIG. 4 is a cross-
sectional structure diagram of the high-frequency signal
transmission line 10. FIG. 5A is an external perspective view
of a connector 10056 of the high-frequency signal transmis-
sion line 10. FIG. 5B is a cross-sectional structure diagram of
a connector 1005 of the high-frequency signal transmission
line 10. In FIGS. 1 to 5B, a lamination direction of the high-
frequency signal transmission line 10 is defined as a z-axis
direction. In addition, a longitudinal direction of the high-
frequency signal transmission line 10 is defined as an x-axis
direction, and a direction orthogonal to the x-axis direction
and the z-axis direction is defined as a y-axis direction.

The high-frequency signal transmission line 10 is used, for
example, for connecting two high-frequency circuits in an
electronic device such as a cellular phone. As shown in FIGS.
1to 3, the high-frequency signal transmission line 10 includes
the dielectric element assembly 12, a protective layer 14, a
high dielectric constant layer 15, external terminals 16 (16a
and 16b), a signal line 20, ground conductors 22 and 24,
via-hole conductors b1 to b4 and B1 to B3, and connectors
1004 and 1005.

The dielectric element assembly 12 is a plate-shaped flex-
ible member having two principal surfaces. The dielectric
element assembly 12 extends in the x-axis direction when
been seen in a planar view from the z-axis direction, and
includes a line portion 12a and connection portions 125 and
12¢. The dielectric element assembly 12 is a laminate com-
posed of dielectric sheets (insulating material layers) 18 (18a
to 18¢) shown in FIG. 2 which are laminated in this order from
the positive direction side to the negative direction side in the
z-axis direction. The dielectric sheets 18 constituting the
dielectric element assembly 12 are formed from a liquid
crystal polymer and have a relative dielectric constant €1 of
about 3. It is noted that other than the liquid crystal polymer,
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the dielectric sheets 18 can be formed from a thermoplastic
resin having flexibility, such as polyimide. Hereinafter, as
shown in FIG. 4, a principal surface of the dielectric element
assembly 12 on the negative direction side in the z-axis direc-
tion is referred to as a front surface (first principal surface),
and a principal surface of the dielectric element assembly 12
on the positive direction side in the z-axis direction is referred
to as a back surface (second principal surface).

The line portion 12a extends in the x-axis direction. The
connection portions 125 and 12¢ are connected to an end of
the line portion 12a on the negative direction side in the x-axis
direction and an end of the line portion 12a on the positive
direction side in the x-axis direction, respectively, to form a
rectangular shape. The widths of the connection portions 126
and 12¢ in the y-axis direction are larger than the width of the
line portion 12« in the y-axis direction.

The dielectric sheets 18 extend in the x-axis direction when
being seen in a planar view from the z-axis direction, and have
the same shape as that of the dielectric element assembly 12.
The total thickness T1 of the dielectric sheets 184 and 185 is
larger than the thickness T2 of the dielectric sheet 18¢ as
shown in FIG. 4. For example, after lamination of the dielec-
tric sheets 18a to 18¢, the thickness T1 is 50 to 300 um. In the
present preferred embodiment, the thickness T1is 150 pm. In
addition, the thickness T2 is 10 to 100 um. In the present
preferred embodiment, the thickness T2 is 50 um. Hereinaf-
ter, a principal surface of each dielectric sheet 18 on the
negative direction side in the z-axis direction is referred to as
a front surface, and a principal surface of each dielectric sheet
18 on the positive direction side in the z-axis direction is
referred to as a back surface.

In addition, the dielectric sheet 18a is composed of a line
portion 18a-a and connection portions 18a-b and 18a-c. The
dielectric sheet 185 is composed of a line portion 1856-a and
connection portions 185-b and 185-¢. The dielectric sheet 18¢
is composed of a line portion 18¢-a and connection portions
18¢-b and 18c¢-c. The line portions 18a-a, 186-a, and 18¢-a
constitute the line portion 12a. The connection portions 18a-
b, 18b-b, and 18¢-b constitute the connection portion 125.
The connection portions 18a-c, 186-¢, and 18¢-c constitute
the connection portion 12¢.

The external terminal 16q is a rectangular conductor pro-
vided near the center of the back surface of the connection
portion 18a-b, as shown in FIGS. 1 and 2. The external
terminal 165 is a rectangular conductor provided near the
center of the front surface of the connection portion 18a-c, as
shown in FIGS. 1 and 2. The external terminals 16a and 165
are produced from a metal material containing silver or cop-
per as a principal component and having a low specific resis-
tance. In addition, gold plating is applied to the front surfaces
of the external terminals 16a and 165.

The signal line 20 is a line-shaped conductor provided
within the dielectric element assembly 12 as shown in FIG. 2,
and extends on the front surface of the dielectric sheet 186 in
the x-axis direction. Both ends of the signal line 20 overlap
the external terminals 16a and 165, respectively, when being
seen in a planar view from the z-axis direction. The line width
of the signal line 20 is, for example, 100 to 500 um. In the
present preferred embodiment, the line width of the signal
line 20 is 240 um. The signal line 20 is produced from a metal
material containing silver or copper as a principal component
and having a low specific resistance.

The ground conductor 24 (first ground conductor) is pro-
vided within the dielectric element assembly 12 and on the
first principal surface side with respect to the signal line 20
(namely, on the negative direction side in the z-axis direction)
as shown in FIG. 2, and more specifically, is provided on the
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front surface of the dielectric sheet 18¢. Thus, the ground
conductor 24 is provided on a first front surface of the dielec-
tric element assembly 12. The ground conductor 24 extends
on the front surface of the dielectric sheet 18¢ in the x-axis
direction and faces the signal line 20 through the dielectric
sheet 18¢. The ground conductor 24 is produced from a metal
material containing silver or copper as a principal component
and having a low specific resistance.

In addition, the ground conductor 24 is composed of a line
portion 24a and terminal portions 245 and 24¢. The line
portion 24a is provided on the front surface of the line portion
18¢-a and extends in the x-axis direction. The line portion 24a
has a ladder shape by alternately providing, along the signal
line 20, a plurality of openings 30 where no conductor layer is
formed and a plurality of bridge portions 60 that are portions
where a conductor layer is formed. The openings 30 have
rectangular shapes when being seen in a planar view from the
z-axis direction, and overlap the signal line 20, as shown in
FIGS. 2 and 4. Thus, the signal line 20 alternately overlaps the
openings 30 and the bridge portions 60 when being seen in a
planar view from the z-axis direction. In addition, the open-
ings 30 are arranged at equal intervals.

The terminal portion 245 is provided on the front surface of
the line portion 18¢-b and formed in a rectangular ring. The
terminal portion 245 is connected to an end of the line portion
24a on the negative direction side in the x-axis direction. The
terminal portion 24c¢ is provided on the front surface of the
line portion 18¢-c and formed in a rectangular ring. The
terminal portion 24¢ is connected to an end of the line portion
24a on the positive direction side in the x-axis direction.

The ground conductor 22 (second ground conductor) is
provided within the dielectric element assembly 12 and on the
negative direction in the z-axis direction with respect to the
signal line 20, as shown in FIG. 2, and more specifically, is
provided on the back surface of the dielectric sheet 18a that is
closest to the back surface of the dielectric element assembly
12. Thus, the ground conductor 22 is provided on a second
front surface of the dielectric element assembly 12. The
ground conductor 22 extends on the back surface of the
dielectric sheet 184 in the x-axis direction and faces the signal
line 20 through the dielectric sheets 184 and 185. The ground
conductor 22 faces the ground conductor 24 through the
signal line 20. Substantially no opening is provided in a
portion ofthe ground conductor 22 which faces the signal line
20. In other words, the ground conductor 22 is an electrode
continuously extending along the signal line 20 in the line
portion 12q in the x-axis direction, namely, is a so-called solid
electrode. However, the ground conductor 22 does not need to
fully cover the line portion 12a, and, for example, a micro
hole or the like may be provided at a predetermined position
in the ground conductor 22 for releasing gas that occurs when
thermoplastic resins of the dielectric sheets 18 are thermo-
compression-bonded. The ground conductor 22 is produced
from a metal material containing silver or copper as a princi-
pal component and having a low specific resistance.

In addition, the ground conductor 22 is composed of a line
portion 22a and terminal portions 225 and 22¢. The line
portion 22a is provided on the back surface of the line portion
18a-a and extends in the x-axis direction. The terminal por-
tion 226 is provided on the back surface of the line portion
18a-b and formed in a rectangular ring surrounding the
periphery of the external terminal 16a. The terminal portion
22b is connected to an end of the line portion 22a on the
negative direction side in the x-axis direction. The terminal
portion 22¢ is provided on the back surface of the line portion
18a-c and formed in an annular rectangular shape surround-
ing the periphery of the external terminal 165. The terminal
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portion 22¢ is connected to an end of the line portion 224 on
the positive direction side in the x-axis direction.

As described above, the signal line 20 is sandwiched
between the ground conductors 22 and 24 via the dielectric
layers 18a to 18¢ from both sides in the z-axis direction. In
other words, the signal line 20 and the ground conductors 22
and 24 form a tri-plate type stripline structure. In addition, the
interval between the signal line 20 and the ground conductor
22 is substantially equal to the total thickness T1 of the
dielectric sheets 18a and 1856 as shown in FIG. 4, and is, for
example, 50 um to 300 um. In the present preferred embodi-
ment, the interval between the signal line 20 and the ground
conductor 22 is 150 um. Meanwhile, the interval between the
signal line 20 and the ground conductor 24 is substantially
equal to the thickness T2 of the dielectric sheet 18¢ as shown
in FIG. 4, and is, for example, 10 pm to 100 um. In the present
preferred embodiment, the interval between the signal line 20
and the ground conductor 24 is 50 um. In other words, the
thickness T1 is designed so as to be larger than the thickness
T2.

As described above, when the thickness T1 is made larger
than the thickness T2, a capacitance occurring between the
ground conductor 22 and the signal line 20 is reduced, and the
line width of the signal line 20 for setting a predetermined
impedance (e.g., 50€2) can be increased. Thus, transmission
loss can be reduced, and hence the electrical characteristics of
the high-frequency signal transmission line can be improved.
Inthe present preferred embodiment, a capacitance occurring
between the ground conductor 22 and the signal line 20 is a
main factor for impedance designing, and the ground conduc-
tor 24 is used as a ground conductor for reducing radiation of
a signal, for impedance designing. In other words, with the
ground conductor 22 and the signal line 20, a characteristic
impedance is set so as to be high (e.g., 70€2), and a region
having a low impedance (e.g., 30Q) is provided in a portion of
the high-frequency signal transmission line by adding the
ground conductor 24. By so doing, the impedance of the
entire high-frequency signal transmission line is designed so
as to be a predetermined impedance (e.g., S0).

The via-hole conductors bl and b3 extend through the
connection portions 18a-b and 186-b of the dielectric sheets
18a and 184, respectively, in the z-axis direction to form a
single via hole, and connect the external terminal 164 to an
end of the signal line 20 on the negative direction side in the
x-axis direction. The via-hole conductors b2 and b4 extend
through the connection portions 18a-¢ and 18b-¢ of the
dielectric sheets 18a and 185, respectively, in the z-axis direc-
tion to form a single via-hole conductor, and connect the
external terminal 165 to an end of the signal line 20 on the
positive direction side in the x-axis direction. Thus, the signal
line 20 is connected between the external terminals 16a and
164. The via-hole conductors bl to b4 are produced from a
metal material containing silver or copper as a principal com-
ponent and having a low specific resistance.

The via-hole conductors B1 to B3 extend through the line
portions 18a-a to 18c¢-a of the dielectric sheets 18a to 18c¢,
respectively, in the z-axis direction, and a plurality of the
via-hole conductors B1, B2, or B3 is provided in each of the
line portions 18a-a to 18¢-a. The via-hole conductors B1 to
B3 are connected to each other to form a single via-hole
conductor and connect the ground conductor 22 to the ground
conductor 24. The via-hole conductors B1 to B3 are produced
from a metal material containing silver or copper as a princi-
pal component and having a low specific resistance.

The protective layer 14 covers the substantially entire back
surface of the dielectric sheet 18a. Thus, the protective layer
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14 covers the ground conductor 22. The protective layer 14 is
formed from, for example, flexible resin such as a resist
material.

In addition, the protective layer 14 is composed of a line
portion 144 and connection portions 145 and 14¢ as shown in
FIG. 2. The line portion 14a covers the entire back surface of
the line portion 18a-a, thereby covering the line portion 22a.

The connection portion 145 is connected to an end of the
line portion 14a on the negative direction side in the x-axis
direction and covers the back surface of the connection por-
tion 18a-b. However, openings Ha to Hd are provided in the
connection portion 145. The opening Ha is a rectangular
opening provided at the center of the connection portion 145.
The external terminal 16a is exposed to the outside through
the opening Ha. In addition, the opening Hb is a rectangular
opening provided on the positive direction side of the opening
Ha in the y-axis direction. The opening Hc is a rectangular
opening provided on the negative direction side of the open-
ing Ha in the x-axis direction. The opening Hd is a rectangular
opening provided on the negative direction side of the open-
ing Ha in the y-axis direction. The terminal portion 2254 is
exposed to the outside through the openings Hb to Hd,
thereby serving as an external terminal.

The connection portion 14c¢ is connected to an end of the
line portion 14a on the positive direction side in the x-axis
direction and covers the back surface of the connection por-
tion 18a-c. However, openings He to Hh are provided in the
connection portion 14¢. The opening He is a rectangular
opening provided at the center of the connection portion 14c¢.
The external terminal 165 is exposed to the outside through
the opening He. In addition, the opening Hf is a rectangular
opening provided on the positive direction side of the opening
He in the y-axis direction. The opening Hg is a rectangular
opening provided on the positive direction side of the opening
He in the x-axis direction. The opening Hh is a rectangular
opening provided on the negative direction side of the open-
ing He in the y-axis direction. The terminal portion 22c¢ is
exposed to the outside through the openings Hf to Hh, thereby
serving as an external terminal.

The high dielectric constant layer 15 is provided on the first
principal surface of the dielectric element assembly 12 and
covers the substantially entire front surface of the dielectric
sheet 18¢. Thus, the high dielectric constant layer 15 covers
the ground conductor 24 and overlaps the openings 30. For
the high dielectric constant layer 15, for example, a material
obtained by mixing a dielectric filler with polyimide is used,
and the high dielectric constant layer 15 has a relative dielec-
tric constant €2 higher than the relative dielectric constant €1
of the dielectric element assembly 12. The relative dielectric
constant €2 of the high dielectric constant layer 15 is, for
example, 4. It is desired that the relative dielectric constant €2
of'the high dielectric constant layer 15 is high, and in order to
suppress formation of a stray capacitance within the high-
frequency signal transmission line 10, the relative dielectric
constant €2 is desirably equal to or less than 10.

In addition, the high dielectric constant layer 15 is com-
posed of a line portion 15a¢ and connection portions 156 and
15¢ as shown in FIG. 2. The line portion 15a covers the
substantially entire front surface of the line portion 18¢-a,
thereby covering the line portion 24« including a plurality of
the openings 30.

The connection portion 155 is connected to an end of the
line portion 154 on the negative direction side in the x-axis
direction and covers the substantially entire front surface of
the connection portion 18¢-b. The connection portion 15c¢ is
connected to an end of the line portion 154 on the positive
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direction side in the x-axis direction and covers the substan-
tially entire front surface of the connection portion 18¢-c.

The connectors 100a and 1005 are mounted on the back
surfaces of the connection portions 126 and 12¢, respectively.
The connectors 100a and 1005 have the same configuration,
and thus will be described below with the configuration of the
connector 1005 as an example.

The connector 1005 is composed of a connector body 102,
external terminals 104 and 106, a central conductor 108, and
an external conductor 110 as shown in FIGS. 1 and 5. The
connector body 102 is formed in a shape in which a cylinder
is connected to a rectangular plate, and is produced from
insulating material such as resin.

The external terminal 104 is provided on a surface of the
plate of the connector body 102 on the negative direction side
in the z-axis direction and at a position facing the external
terminal 165. The external terminal 106 is provided on the
surface of the plate of the connector body 102 on the negative
direction side in the z-axis direction and at a position corre-
sponding to the terminal portion 22¢ exposed through the
openings Hf to Hh.

The central conductor 108 is provided at the center of the
cylinder of the connector body 102 and connected to the
external terminal 104. The central conductor 108 is a signal
terminal to or from which a high-frequency signal is inputted
or outputted. The external conductor 110 is provided on the
inner peripheral surface of the cylinder of the connector body
102 and connected to the external terminal 106. The external
conductor 110 is a ground terminal maintained at a ground
potential.

The connector 1005 configured as described above is
mounted on the back surface of the connection portion 12¢
such that the external terminal 104 is connected to the exter-
nal terminal 165 and the external terminal 106 is connected to
the terminal portion 22¢. Thus, the signal line 20 is electri-
cally connected to the central conductor 108. In addition, the
ground conductors 22 and 24 are electrically connected to the
external conductor 110.

The high-frequency signal transmission line 10 is used as
described below. FIG. 6A is diagrams of an electronic device
200 in which the high-frequency signal transmission line 10 is
used, as seen in a planar view from the y-axis direction. FIG.
6B is diagrams of an electronic device 200 in which the
high-frequency signal transmission line 10 is used, as seen in
a planar view from the z-axis direction.

The electronic device 200 includes the high-frequency sig-
nal transmission line 10, circuit boards 202a and 2025, recep-
tacles 204a and 2045, a battery pack (metal body) 206, and a
housing 210.

For example, a transmission circuit or reception circuit
including an antenna is provided on the circuit board 202a.
For example, a power supply circuit is provided on the circuit
board 2024. The battery pack 206 is, for example, a lithium
ion secondary battery and has a structure in which a front
surface thereof is covered with a metal cover. The circuit
board 202a, the battery pack 206, and the circuit board 2026
are arranged in order from the negative direction side to the
positive direction side in the x-axis direction.

The receptacles 204a and 2045 are provided on the princi-
pal surfaces of the circuit boards 202a and 2024, respectively,
on the negative direction side in the z-axis direction. The
receptacles 204a and 2045 are connected to the connectors
100a and 1005, respectively. Thus, a high-frequency signal
transmitted between the circuit boards 202 and 2025 and
having a frequency of, for example, 2 GHz is applied to the
central conductors 108 of the connectors 1004 and 1005 via
the receptacles 204a and 2044. In addition, the external con-
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ductor 110 of the connectors 1004 and 1005 are maintained at
the ground potential via the circuit boards 202a and 2025 and
the receptacles 204a and 2045. Thus, the high-frequency
signal transmission line 10 electrically and physically con-
nect between the circuit boards 202a and 2025b.

Here, the protective layer 14 is in contact with the battery
pack 206 as shown in FIG. 6A and FIG. 6B. The protective
layer 14 and the battery pack 206 are fixed to each other by
means of an adhesive or the like. The protective layer 14 is
located on the ground conductor 22 side with respect to the
signal line 20. Thus, the solid ground conductor 22 (extending
continuously in the x-axis direction) is located between the
signal line 20 and the battery pack 206.

(Method for Manufacturing High-Frequency Signal Trans-
mission Line)

Hereinafter, a method for manufacturing the high-fre-
quency signal transmission line 10 will be described with
reference to FIG. 2. In the following, the case where a single
high-frequency signal transmission line 10 is produced will
be described as an example. However, in reality, a plurality of
high-frequency signal transmission lines 10 is simulta-
neously produced by laminating and cutting large dielectric
sheets.

First, the dielectric sheets 18 that have copper foil formed
on the entireties of the surfaces thereof and are formed from
thermoplastic resin are prepared. For example, the surfaces of
the copper foils of the dielectric sheets 18 are smoothened by
providing zinc plating for corrosion prevention thereon. The
dielectric sheets 18 are liquid crystal polymers having thick-
nesses of 20 um to 80 pwm. In addition, the thickness of the
copper foil is 10 um to 20 pm.

Next, the external terminals 16 and the ground conductor
22 shown in FIG. 2 are formed on the back surface of the
dielectric sheet 18a by a photolithographic process. Specifi-
cally, resists having the same shapes as those of the external
terminals 16 (16a and 165) and the ground conductor 22
shown in FIG. 2 are printed on the copper foil of the dielectric
sheet 18a. Then, etching treatment is performed on the copper
foil to remove the portion of the copper foil that is not covered
with the resists. Then, the resists are removed. By so doing,
the external terminals 16 and the ground conductor 22 as
shown in FIG. 2 are formed on the front surface of the dielec-
tric sheet 18a.

Next, the signal line 20 shown in FIG. 2 is formed on the
front surface of the dielectric sheet 1856 by a photolitho-
graphic process. In addition, the ground conductor 24 shown
in FIG. 2 is formed on the front surface of the dielectric sheet
18¢ by a photolithographic process. These photolithographic
processes are the same as the photolithographic process per-
formed when forming the external terminals 16 and the
ground conductor 22, and thus the description thereof'is omit-
ted.

Next, a laser beam is applied to locations on the dielectric
sheets 18a to 18¢ where the via-hole conductors bl to b4 and
B1 to B3 are to be formed, to form through-holes. Then, the
through-holes formed in the dielectric sheets 18a and 185 are
filled with a conductive paste.

Next, the dielectric sheets 18a to 18¢ are stacked in order
from the positive direction side to the negative direction side
in the z-axis direction such that the ground conductor 22, the
signal line 20, and the ground conductor 24 have a stripline
structure. Then, heat and pressure are applied to the dielectric
sheets 18a to 18¢ from the positive direction side and the
negative direction side in the z-axis direction, to soften the
dielectric sheets 18a to 18¢ to compression-bond and inte-
grate the dielectric sheets 18a to 18¢. The conductive paste
filled in the through-holes is solidified to form the via-hole
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conductors bl to b4 and B1 to B3 shown in FIG. 2. Each
dielectric sheet 18 may be integrated to each other by means
of'an adhesive such as epoxy resin instead of thermocompres-
sion bonding. In addition, the via-hole conductors b1 to b4
and B1 to B3 may be formed by integrating the dielectric
sheets 18, then forming through-holes, and filling the
through-holes with a conductive paste or forming a plating
film in the through-holes.

Next, a paste obtained by mixing a filler with polyimide is
applied to the front surface of the dielectric sheet 18¢ to form
the high dielectric constant layer 15.

Lastly, a resin (resist) paste is applied to the back surface of
the dielectric sheet 18a to form the protective layer 14. Thus,
the high-frequency signal transmission line 10 shown in FI1G.
1 is obtained.

(Advantages)

According to the high-frequency signal transmission line
10 configured as described above, unwanted radiation can be
reduced. More specifically, in the high-frequency signal
transmission line 10, the high dielectric constant layer 15 has
a relative dielectric constant €2 higher than the relative
dielectric constant €1 of the dielectric element assembly 12
and is provided on the first principal surface of the dielectric
element assembly 12 so as to overlap the openings 30 in the
ground conductor 24. Thus, as described below, more elec-
tromagnetic fields radiated from the signal line 20 are
reflected at the interface between the high dielectric constant
layer 15 and an air layer into the high-frequency signal trans-
mission line 10.

In a high-frequency signal transmission line according to a
comparative example in which a dielectric sheet formed from
the same material as that of the dielectric element assembly is
laminated on the ground conductor 24, the difference in rela-
tive dielectric constant at the interface between the dielectric
sheet and an air layer is €1-1. Meanwhile, in the high-fre-
quency signal transmission line 10, the difference in relative
dielectric constant at the interface between the high dielectric
constant layer 15 and the air layer is €2-1. Since the relative
dielectric constant €2 is higher than the relative dielectric
constant €1, €2-1 is higher than €1-1. Here, when the dif-
ference in the relative dielectric constant at the interface
increases, an amount of an electromagnetic field reflected at
the interface increases. Thus, an amount of an electromag-
netic field reflected at the interface of the high-frequency
signal transmission line 10 is larger than an amount of an
electromagnetic field at the interface of the high-frequency
signal transmission line according to the comparative
example. In other words, in the high-frequency signal trans-
mission line 10, more electromagnetic fields are reflected at
the interface between the high dielectric constant layer 15 and
the air layer into the high-frequency signal transmission line
10, as indicated by an electromagnetic field F1 in FIG. 4, and
thus leakage of an electromagnetic field as unwanted radia-
tion to the outside of the high-frequency signal transmission
line 10 is suppressed. Further, in the high-frequency signal
transmission line 10, the same phenomenon as that at the
interface between the high dielectric constant layer 15 and the
air layer occurs also at the interface between the high dielec-
tric constant layer 15 and the dielectric sheet 18¢, as indicated
by an electromagnetic field F2 in FIG. 4. Thus, in the high-
frequency signal transmission line 10, unwanted radiation is
more effectively reduced.

In addition, according to the high-frequency signal trans-
mission line 10, a plurality of the openings 30 is provided in
the ground conductor 24, and thus the high-frequency signal
transmission line 10 can easily be bent.
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In addition, according to the high-frequency signal trans-
mission line 10, deviation of the characteristic impedance of
the signal line 20 from a predetermined characteristic imped-
ance (e.g., 50Q) can be suppressed. More specifically, in the
flexible board described in Japanese Unexamined Patent
Application Publication No. 2007-123740, there is the pos-
sibility that an electromagnetic field will leak through the
opening to the outside of the flexible board. Thus, when a
dielectric body, a metal body, or the like is provided on the
periphery of the flexible board, electromagnetic coupling
occurs between the signal line of the flexible board and the
dielectric body, the metal body, or the like. As a result, there
is the possibility that the characteristic impedance of the
signal line of the flexible board will deviate from a predeter-
mined characteristic impedance.

Meanwhile, in the high-frequency signal transmission line
10, the back surface of the dielectric element assembly 12
which is located on the ground conductor 22 side with respect
to the signal line 20 is in contact with the battery pack 206. In
other words, the ground conductor 22 in which substantially
no opening is formed is provided between the signal line 20
and the battery pack 206, and the ground conductor 24 in
which the openings 30 are formed is not provided therebe-
tween. Thus, occurrence of electromagnetic coupling
between the signal line 20 and the battery pack 206 is sup-
pressed. As aresult, in the high-frequency signal transmission
line 10, deviation of the characteristic impedance of the signal
line 20 from a predetermined characteristic impedance is
suppressed.

In addition, according to the high-frequency signal trans-
mission line 10, it is possible to easily bend the high-fre-
quency signal transmission line 10 due to the following rea-
son as well. The characteristic impedance Z of the high-
frequency signal transmission line 10 is represented by V(L/
C). L is an inductance value of the high-frequency signal
transmission line per unit length. C is a capacitance value of
the high-frequency signal transmission line per unit length.
The high-frequency signal transmission line 10 is designed
such that Z becomes a predetermined characteristic imped-
ance (e.g., 50Q).

Here, in order to enable the high-frequency signal trans-
mission line 10 to be easily bent, decreasing the thickness in
the z-axis direction (hereinafter, referred to merely as thick-
ness) of the high-frequency signal transmission line 10 is
considered. However, when the thickness of the high-fre-
quency signal transmission line 10 is decreased, the distances
between the signal line 20 and the ground conductors 22 and
24 decrease, and the capacitance value C increases. As a
result, the characteristic impedance Z becomes less than the
predetermined characteristic impedance.

Thus, it is considered that the line width in the y-axis
direction (hereinafter, referred to merely as line width) of the
signal line 20 is decreased to increase an inductance value L.
of the signal line 20 and the facing area of the signal line 20
and the ground conductors 22 and 24 is decreased to decrease
the capacitance value C.

However, it is difficult to accurately form the signal line 20
having a narrow line width.

Thus, in the high-frequency signal transmission line 10, the
openings 30 are provided in the ground conductor 24. Due to
this, the facing area of the signal line 20 and the ground
conductor 24 decreases and the capacitance value C
decreases. As a result, the high-frequency signal transmission
line 10 can easily be bent while the characteristic impedance
Z is maintained at the predetermined characteristic imped-
ance.
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In addition, according to the high-frequency signal trans-
mission line 10, the high dielectric constant layer 15 is pro-
vided on the ground conductor 24. Due to this, the ground
conductor 24 is not exposed to the outside on the high-fre-
quency signal transmission line 10. Thus, even when another
component is disposed on the front surface of the dielectric
element assembly 12, the ground conductor 24 does not
directly face the other component, and hence variation of the
characteristic impedance of the signal line 20 is suppressed.
(High-Frequency Signal Transmission Line According to
First Modified Example)

Hereinafter, the configuration of a high-frequency signal
transmission line according to a first modified example will
be described with reference to the drawings. FIG. 7 is an
exploded diagram of the laminate 12 of the high-frequency
signal transmission line 10a according to the first modified
example. FIG. 8 is a diagram when the high-frequency signal
transmission line 10q in FIG. 7 is seen through from the z-axis
direction. FIG. 9 is an equivalent circuit diagram of a portion
taken out from the high-frequency signal transmission line
10a according to the first modified example.

The difference between the high-frequency signal trans-
mission line 10 and the high-frequency signal transmission
line 10a is the shape of each opening 30. Hereinafter, the
configuration of the high-frequency signal transmission line
10a will be described mainly with the difference.

The ground conductor 24 has a ladder shape by alternately
providing a plurality of the openings 30 and a plurality of the
bridge portions 60 along the signal line 20. The openings 30
overlap the signal line 20 as shown in FIG. 8, when being seen
in a planar view from the z-axis direction, and each have a
shape that is line-symmetrical about the signal line 20. In
other words, the signal line 20 extends across the centers of
the openings 30 in the y-axis direction.

Further, the openings 30 each have a shape that is line-
symmetrical about a straight line A that passes through the
centers of the openings 30 in the direction in which the signal
line 20 extends (in the x-axis direction) and that is orthogonal
to the signal line 20 (namely, extends in the y-axis direction).
A detailed description will be given below.

A region including the center of each opening 30 in the
x-axis direction is defined as a region A1. In addition, a region
corresponding to each bridge portion 60 is defined as a region
AZ2. Further, a region located between the region Al and the
region A2 is referred to as a region A3. The regions A3 are
located on both sides of each region A1 in the x-axis direction
and are each adjacent to the region Al and the region A2. The
length of each region A2 in the x-axis direction (i.e., the
length of each bridge portion 60) is, for example, 25 to 200
um. In the present preferred embodiment, the length of each
region A2 in the x-axis direction is 100 um.

The straight line A passes through the center of the region
Al in the x-axis direction as shown in FIG. 8. The width W1
of'the opening 30 in the region A1 in a direction orthogonal to
the signal line 20 (in the y-axis direction) is larger than the
width W2 of the opening 30 in each region A3 in the y-axis
direction. In other words, each opening 30 has a shape in
which a central portion of the opening 30 in the x-axis direc-
tion is wider than any other portions of the opening 30, and
has a shape that is line-symmetrical about the straight line A.
In each opening 30, a region in which the width in the y-axis
direction is the width W1 is the region Al, and regions in
which the width in the y-axis direction is the width W2 are the
regions A3. Thus, steps are present at the boundaries between
the regions Al and A3 of the opening 30. The width W1 is, for
example, 500 to 1500 um. In the present preferred embodi-
ment, the width W1 is 900 um. In addition, the width W2 is,
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for example, 250 to 750 um. In the present preferred embodi-
ment, the width W2 is 480 um.

In addition, the length G1 of each opening 30 in the x-axis
direction is, for example, 1 to 5 mm. In the present preferred
embodiment, the length G1 is 3 mm. Here, the length G1 is
longer than the width W1 that is the maximum width of each
opening 30. The length G1 is preferably equal to or larger than
twice that of the width W1.

In addition, in the ground conductor 24, no opening is
provided between the adjacent openings 30. More specifi-
cally, in the region A2 sandwiched between the adjacent
openings 30, the conductor layer (the bridge portion 60)
uniformly extends and no opening is present.

In the high-frequency signal transmission line 10a config-
ured as described above, between the adjacent two bridge
portions 60, the characteristic impedance of the signal line 20
varies so as to increase to a minimum value Z2, an interme-
diate value Z3, and a maximum value Z1 in order and then
decrease to the maximum value Z1, the intermediate value
73, and the minimum value Z2 in order as distance from one
bridge portion 60 increases toward the other bridge portion
60. More specifically, each opening 30 has a width W1 in the
region Al, and has, in each region A3, a width W2 smaller
than the width W1. Thus, the distance between the signal line
20 and the ground conductor 24 in the region A1 is larger than
the distance between the signal line 20 and the ground con-
ductor 24 in each region A3. Due to this, the intensity of a
magnetic field occurring in the signal line 20 in the region A1
is greater than the intensity of a magnetic field occurring in
the signal line 20 in each region A3, and an inductance com-
ponent in the region A1 increases. In other words, the L factor
is dominant in the region Al.

Further, the bridge portion 60 is provided in each region
A2. Thus, the distance between the signal line 20 and the
ground conductor 24 in each region A3 is larger than the
distance between the signal line 20 and the ground conductor
24 in each region A2. Due to this, a capacitance occurring in
the signal line 20 in each region A2 is greater than a capaci-
tance occurring in the signal line 20 in each region A3, and the
intensity of a magnetic field in each region A2 is less than the
intensity of the magnetic field in each region A3. In other
words, the C factor is dominant in each region A2.

Due to the above, the characteristic impedance of the signal
line 20 is the maximum value 71 in the region Al. In other
words, each opening 30 has a width W1 at a position where
the characteristic impedance of the signal line 20 is the maxi-
mum value Z1. In addition, the characteristic impedance of
the signal line 20 is the intermediate value Z3 in each region
A3. In other words, each opening 30 has a width W2 at
positions where the characteristic impedance of the signal
line 20 is the intermediate value Z3. Moreover, the character-
istic impedance ofthe signal line 20 is the minimum value 72
in each region A2.

Thus, the high-frequency signal transmission line 10a has
a circuit configuration shown in FIG. 9. More specifically, in
the region Al, almost no capacitance occurs between the
signal line 20 and the ground conductor 24, and thus the
characteristic impedance Z1 mainly occurs by an inductance
L1 ofthe signal line 20. In addition, in each region A2, a large
capacitance C3 occurs between the signal line 20 and the
ground conductor 24, and thus the characteristic impedance
72 mainly occurs by the capacitance C3. Further, in each
region A3, a capacitance C2 smaller than the capacitance C3
occurs between the signal line 20 and the ground conductor
24, and thus the characteristic impedance Z3 occurs by an
inductance 1.2 of the signal line 20 and the capacitance C2.
Moreover, the characteristic impedance 73 is, for example,
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55€Q. The characteristic impedance 71 is higher than the
characteristic impedance 73, and is, for example, 70Q2. The
characteristic impedance 72 is lower than the characteristic
impedance 73, and is, for example, 302. In addition, the
characteristic impedance of the entire high-frequency signal
transmission line 10a is 50Q.

According to the high-frequency signal transmission line
10a, between the adjacent two bridge portions 60, the char-
acteristic impedance of the signal line 20 varies so as to
increase to the minimum value Z2, the intermediate value Z3,
and the maximum value Z1 in order and then decrease to the
maximum value Z1, the intermediate value Z3, and the mini-
mum value 72 in order as distance from one bridge portion 60
increases toward the other bridge portion 60. Thus, decrease
in thickness of the high-frequency signal transmission line
10a can be achieved, and even though the thickness is small,
the electrode width of the signal line 20 can be increased.
Thus, the surface areas of electrode portions in the signal line
20 and the ground conductors 22 and 24 where a high-fre-
quency current flows can be increased, and the transmission
loss of a high-frequency signal is decreased. In addition, as
shown in FIG. 8, the length AL of one cycle (aregion Al, two
regions A2, and a region A3) is 1 to mm and is small. Thus,
even in a higher frequency range, unwanted radiation can be
suppressed and the transmission loss can be improved. Fur-
ther, since the regions A3 are located on both ends of the
region Al, an intense magnetic field occurring due to a cur-
rent flowing through the signal line 20 is not transmitted
directly to each region A2. Thus, a ground potential in each
region A2 is stabilized and the shielding effect of the ground
conductor 24 is maintained. Due to this, occurrence of
unwanted radiation can be suppressed. As a result, in the
high-frequency signal transmission line 10a, even when the
distances between the signal line 20 and the ground conduc-
tors 22 and 24 are decreased, the line width of the signal line
20 can be increased, and it is possible to decrease the thick-
ness of the high-frequency signal transmission line 10a hav-
ing decreased transmission loss and reduced unwanted radia-
tion with the characteristic impedance maintained. Thus, it is
possible to easily bend the high-frequency signal transmis-
sion line 10q, and it is possible to bend and use the high-
frequency signal transmission line 10a.

In addition, according to the high-frequency signal trans-
mission line 10a, the transmission loss can be reduced with
stabilization of the ground potential in the ground conductor
24, and further shielding characteristics can be improved.
More specifically, in the high-frequency signal transmission
line 104, the width W1 of each opening 30 in the region Al is
larger than the width W2 of the opening 30 in each region A3.
Thus, in the high-frequency signal transmission line 10q, the
magnetic field energy of the signal line 20 located in the
region Al is higher than the magnetic field energy of the
signal line 20 located in each region A3. In addition, the
magnetic field energy of the signal line 20 located in each
region A2 is lower than the magnetic field energy of the signal
line 20 located in each region A3. Thus, the characteristic
impedance of the signal line repeatedly varies to 722, 73, 71,
73,72, in order. Therefore, in the signal line 20, the variation
of'the magnetic field energy in portions adjacent to each other
in the x-axis direction becomes gentle. As a result, the mag-
netic field energy becomes small in the boundary between the
unit structures (the regions Al to A3), the variation of the
ground potential in the ground conductor is suppressed, and
occurrence of unwanted radiation and the transmission loss of
a high-frequency signal are suppressed. In other words,
occurrence of an unwanted inductance component in each
bridge portion 60 can be suppressed by each region A3. As a
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result, a mutual inductance component between each bridge
portion 60 and the signal line 20 can be decreased, and the
ground potential can also be stabilized. Thus, even though the
high-frequency signal transmission line is small in thickness
and has the relatively large openings 30 in the ground con-
ductor, unwanted radiation can be reduced and the transmis-
sion loss of a high-frequency signal can be decreased.

In addition, since the via-hole conductors B1 to B3 are
arranged in the extending direction of each bridge portion 60,
occurrence of an unwanted inductance component in each
bridge portion 60 can be further suppressed. Particularly,
since the length G1 of each opening 30 in the x-axis direction
(i.e., the length between the bridge portions 60) is longer than
the width W1 of the opening portion in the region A1, occur-
rence of unwanted radiation can be suppressed even while the
area of each opening 30 is increased as much as possible and
a predetermined characteristic impedance is accomplished.

In addition, the openings 30 have unit structures that are
periodically arranged in the direction in which the signal line
20 extends (in the x-axis direction). Thus, the frequency char-
acteristics of the characteristic impedance of the signal line
20 in each opening 30 can be determined by the length of the
opening 30 in the x-axis direction. In other words, the fre-
quency characteristics of the characteristic impedance of the
signal line 20 can expand to a higher frequency range as the
length G1 of each opening 30 decreases. As the length G1 of
each opening 30 increases, the width W1 of the region Al can
be decreased and each opening 30 can be narrowed. Thus,
unwanted radiation can be reduced and the transmission loss
can be decreased, and hence expansion of the band of and
stabilization of the impedance characteristics of the high-
frequency signal transmission line 10a can be achieved.

In addition, due to the following reason as well, it is pos-
sible to bend and use the high-frequency signal transmission
line 10a. In the high-frequency signal transmission line 10a,
the region Al is the easiest to bend since the width of the
opening 30 in the y-axis direction is the largest. Meanwhile,
each region A2 is the most difficult to bend since no opening
30 is provided therein. Thus, when the high-frequency signal
transmission line 10a is bent and used, the region A1 is bent,
and each region A2 is hardly bent. Therefore, in the high-
frequency signal transmission line 10a, the via-hole conduc-
tors B1 to B3 which are more difficult to deform than the
dielectric sheets 18 are provided in each region A2. Thus, it is
possible to easily bend the region Al.

It is noted that in the high-frequency signal transmission
line 10a, a predetermined characteristic impedance can be
obtained even by adjusting the magnitude of the distance T1
between the signal line 20 and the ground conductor 22 and
the magnitude of the distance T2 between the signal line 20
and the ground conductor 24.

In addition, in the high-frequency signal transmission line
104, due to the reason described below, the length G1 of each
opening 30 in the direction in which the signal line 20 extends
is larger than the width W1. More specifically, a transmission
mode of a high-frequency signal in the high-frequency signal
transmission line 10 is a TEM mode. In the TEM mode, an
electric field and a magnetic field are formed so as to be
orthogonal to a direction in which a high-frequency signal is
transmitted (the x-axis direction). In other words, a magnetic
field occurs so as to draw a circle having a center at the signal
line 20, and an electric field occurs radially from the signal
line 20 toward the ground conductors 22 and 24. Here, when
the openings 30 are provided in the ground conductor 22, a
magnetic field draws a circle, and thus, merely expands such
that the radius thereof increases in each opening 30 and does
not greatly leak to the outside of the high-frequency signal
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transmission line 10a. Meanwhile, a portion of an electric
field is radiated to the outside of the high-frequency signal
transmission line 10a. Thus, in unwanted radiation of the
high-frequency signal transmission line 10q, electric field
radiation occupies a large proportion.

Here, since the electric field is orthogonal to the direction
in which a high-frequency signal is transmitted (the x-axis
direction), when the width W1 of each opening 30 in the
y-axis direction increases, an amount of an electric field radi-
ated from each opening 30 increases (unwanted radiation
increases). Meanwhile, the characteristic impedance of the
high-frequency transmission line 10a can be increased as the
width W1 is increased. However, in the high-frequency trans-
mission line 10a, the electric field almost disappears at a
distance that is about three times that of the line width of the
signal line 20, from the signal line 20 in the direction orthogo-
nal to the direction in which a high-frequency signal is trans-
mitted (the x-axis direction). Thus, even when the width W1
is increased further, the characteristic impedance cannot be
increased further. Therefore, when it is considered that
unwanted radiation increases as the width W1 increases, it is
not preferable to increase the width W1 more than necessary.
Further, when the width W1 nearly reaches 4 of the wave-
length of a high-frequency signal, electromagnetic waves are
radiated as a slot antenna, and unwanted radiation is increased
further.

Meanwhile, the area of the signal line 20 that faces the
ground conductor 22 can be decreased as the length G1 of
each opening 30 in the x-axis direction is increased. Thus, it
is possible to increase the line width of the signal line 20. Due
to this, an advantage that the high-frequency resistance value
in the signal line 20 can be decreased is provided.

In addition, when the length G1 is larger than the width W1,
the high-frequency resistance value of a reverse current (eddy
current) in the ground conductor 22 is decreased.

Dueto the above, the length G1 is preferably larger than the
width W1, and is preferably equal to or larger than twice that
of the width W1. However, when the length G1 of each
opening 30 in the x-axis direction is close to /2 of the wave-
length of a high-frequency signal, electromagnetic waves are
radiated from the opening 30 as a slot antenna. Thus, it should
be taken into consideration that the length G1 needs to be
sufficiently short with respect to the wavelength.
(High-Frequency Signal Transmission Line According to
Second Modified Example)

Hereinafter, a high-frequency signal transmission line
according to a second modified example will be described
with reference to the drawing. FIG. 10 is an exploded diagram
of the laminate 12 of the high-frequency signal transmission
line 105 according to the second modified example.

The difference between the high-frequency signal trans-
mission line 105 and the high-frequency signal transmission
line 10q is the shape of each opening 30. More specifically, in
the high-frequency signal transmission line 10a, the width of
each opening 30 in the y-axis direction changes discontinu-
ously in a phased manner as shown in FIG. 7. In contrast, in
the high-frequency signal transmission line 105, the width of
each opening in the y-axis direction changes continuously.
More specifically, the width of each opening 30 in the y-axis
direction continuously decreases as distance from the center
of'the opening 30 in the x-axis direction increases. Thus, the
magnetic field energy and the characteristic impedance of the
signal line 20 change continuously.

It is noted that in the high-frequency signal transmission
line 104, as shown in FIG. 10, a region A1 is provided so as to
have a center at the straight line A and is a region including a
portion where the width of the opening 30 in the y-axis
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direction is the width W1. Therefore, the characteristic
impedance of the signal line 20 is the maximum value 71
within the region Al. In addition, a region A2 is provided
between each opening 30 and is a region in which the bridge
portion 60 is provided. Therefore, the characteristic imped-
ance of the signal line 20 is the minimum value Z2 within the
region A2. Further, a region A3 is sandwiched between the
region Al and the region A2 and is a region including a
portion where the width of the opening 30 in the y-axis
direction is the width W2. Therefore, the characteristic
impedance of the signal line 20 is the intermediate value 73
within the region A3.

Here, the region A1l suffices to include the portion where
the width of the opening 30 in the y-axis direction is the width
W1, and the region A3 suffices to include the portion where
the width of the opening 30 in the y-axis direction is W2.
Thus, in the present preferred embodiment, the boundary
between the region Al and the region A3 is not particularly
clearly determined. Here, the boundary between the region
Al and the region A3 is located, for example, at a position
where the width of the opening 30 in the y-axis direction is
(W1+W2)/2.

The high-frequency signal transmission line 105 having
the configuration as described above also can be bent and
used similarly to the high-frequency signal transmission line
10, unwanted radiation can be reduced, and further transmis-
sion loss within the signal line 20 can be suppressed.
(High-Frequency Signal Transmission Line According to
Third Modified Example)

Hereinafter, a high-frequency signal transmission line
according to a third modified example will be described with
reference to the drawing. FIG. 11 is an exploded diagram of
the laminate 12 ofthe high-frequency signal transmission line
10c¢ according to the third modified example.

The difference between the high-frequency signal trans-
mission line 10¢ and the high-frequency signal transmission
line 10q is presence/absence of ground conductors 40 and 42.
More specifically, in the high-frequency signal transmission
line 10¢, the ground conductors 40 and 42 are provided on the
front surface of the dielectric sheet 185. The ground conduc-
tor 40 is a rectangular conductor that extends in the x-axis
direction on the positive direction side in the y-axis direction
with respect to the signal line 20. The ground conductor 40 is
connected to the ground conductors 22 and 24 via the via-hole
conductors B1 to B3. In addition, the ground conductor 42 is
arectangular conductor that extends in the x-axis direction on
the negative direction side in the y-axis direction with respect
to the signal line 20. The ground conductor 42 is connected to
the ground conductors 22 and 24 via the via-hole conductors
B1 to B3.

In the high-frequency signal transmission line 10c¢ as
described above, the ground conductors 40 and 42 are pro-
vided on both sides of the signal line 20 in the y-axis direction,
and thus leakage of unwanted radiation from the signal line 20
to both sides thereof in the y-axis direction is suppressed.
(High-Frequency Signal Transmission Line According to
Fourth Modified Example)

Hereinafter, a high-frequency signal transmission line
according to a fourth modified example will be described with
reference to the drawing. FIG. 12 is an exploded diagram of
the laminate 12 ofthe high-frequency signal transmission line
104 according to the fourth modified example.

The difference between the high-frequency signal trans-
mission line 104 and the high-frequency signal transmission
line 10aq is that the shapes of the openings 30 and the shapes
of openings 44a and 445 are different from each other. More
specifically, the openings 44a and 445 have a shape obtained
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by dividing the opening 30 into two portions on the positive
direction side and the negative direction side in the y-axis
direction. In the high-frequency signal transmission line 104,
a line-shaped conductor 46 is provided so as to extend
between the openings 44a and 445. The line-shaped conduc-
tor 46 forms a portion of the ground conductor 24 and over-
laps the signal line 20 when being seen in a planar view from
the z-axis direction. However, in the high-frequency signal
transmission line 104, the line width of the line-shaped con-
ductor 46 is smaller than the line width of the signal line 20 as
shown in FIG. 12. Thus, the signal line 20 protrudes from the
line-shaped conductor 46 in a planar view in the z-axis direc-
tion. Thus, the signal line 20 overlaps the openings 44a and
44b.

In the high-frequency signal transmission line 104 as
described above, a plurality of the openings 44a are provided
s0 as to be arranged along the signal line 20, and a plurality of
the openings 444 are provided so as to be arranged along the
signal line 20. Thus, the characteristic impedance of the sig-
nal line 20 in each region Al is the maximum value Z1. In
addition, the characteristic impedance of the signal line 20 in
each region A3 is the intermediate value Z3. Further, the
characteristic impedance of the signal line 20 in each region
A2 is the minimum value Z2.

(High-Frequency Signal Transmission Line According to
Fifth Modified Example)

Hereinafter, a high-frequency signal transmission line
according to a fifth modified example will be described with
reference to the drawings. FIG. 13 is an exploded diagram of
the laminate 12 of the high-frequency signal transmission line
10e according to the fifth modified example. FIG. 14 is a
diagram when the high-frequency signal transmission line
10e in FIG. 13 is seen through from the z-axis direction.

A first difference between the high-frequency signal trans-
mission line 10e and the high-frequency signal transmission
line 10q is that the line width of the signal line 20 in each
bridge portion 60 is smaller than the line width of the signal
line 20 in a position where the characteristic impedance of the
signal line 20 is the maximum value Z1. A second difference
between the high-frequency signal transmission line 10e and
the high-frequency signal transmission line 10a is that each
opening is formed in a tapered shape between a position
where the characteristic impedance of the signal line 20 is the
intermediate value Z3 (i.e., a position where the width of the
opening 30 in the y-axis direction is the width W2) and a
position where the characteristic impedance of the signal line
20 is the maximum value Z1 (i.e., a position where the width
of the opening 30 in the y-axis direction is the width W1). A
third difference between the high-frequency signal transmis-
sion line 10e and the high-frequency signal transmission line
10qa is that each opening 30 is formed in a tapered shape
between a position where the characteristic impedance of the
signal line 20 is the intermediate value Z3 (i.e., a position
where the width of the opening 30 in the y-axis direction is the
width W2) and the bridge portion 60.

First, the definition of the regions Al to A3 in the high-
frequency signal transmission line 10e will be described with
reference to FIG. 14. The region Al is a region where the
width of the opening 30 in the y-axis direction is the width
W1. The region A2 is a region corresponding to the bridge
portion 60. The region A3 is a region that is sandwiched
between the region Al and the region A2 and includes a
region where the width of the opening 30 in the y-axis direc-
tion is the width W2.

The first difference will be described. As shown in FIGS.
13 and 14, the line width of the signal line 20 in the region A2
is aline width Wb. Meanwhile, the line width of the signal line
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20 in the region Al is a line width Wa larger than the line
width Wb. The line width Wa is, for example, 100 to 500 pm.
In the present preferred embodiment, the line width Wa is 350
um. The line width Wb is, for example, 25 to 250 um. In the
present preferred embodiment, the line width Wb is 100 um.
Since the line width of the signal line 20 in the region A2 is
smaller than the line width of the signal line 20 in the region
A1 as described above, the area where the signal line 20 and
the bridge portion 60 overlap each other is decreased. As a
result, a stray capacitance occurring between the signal line
20 and the bridge portion 60 is reduced. Further, since the line
width of a portion of the signal line 20 which overlaps the
opening 30 is the line width Wa, an increase in the inductance
value of the portion of the signal line 20 is suppressed. More-
over, since the line width of the entirety of the signal line 20
is not decreased but the line width of the signal line 20 is
partially decreased, an increase in the resistance value of the
signal line 20 is suppressed.

In addition, the signal line 20 is formed in a tapered shape
in a portion where the line width thereof changes. Thus,
variation of the resistance value in the portion where the line
width of the signal line 20 changes becomes gentle, and
occurrence of reflection of a high-frequency signal in the
portion where the line width of the signal line 20 changes is
suppressed.

The second difference will be described. Each opening 30
is formed in a tapered shape between the position where the
width of the opening 30 in the y-axis direction is the width W2
and the position where the width of the opening 30 in the
y-axis direction is the width W1. In other words, the end
portion of the opening 30 in the x-axis direction in the region
A3 is formed in a tapered shape. Thus, the loss of a current
flowing through the ground conductor 24 is reduced.

The third difference will be described. Each opening 30 is
formed in a tapered shape between the position where the
width of the opening 30 in the y-axis direction is the width W2
and the bridge portion 60. Thus, both end portions of the
bridge portion 60 in the y-axis direction are formed in tapered
shapes. Therefore, the line width of the bridge portion 60 in
the x-axis direction is smaller in a portion overlapping the
signal line 20 than in the other portions. As a result, a stray
capacitance occurring between the bridge portion 60 and the
signal line 20 is reduced. In addition, since the line width of
the entirety of the bridge portion 60 is not decreased but the
line width of the bridge portion 60 is partially decreased,
increases in the resistance value and the inductance value of
the bridge portion 60 are suppressed.

(High-Frequency Signal Transmission Line According to
Sixth Modified Example)

Hereinafter, a high-frequency signal transmission line
according to a sixth modified example will be described with
reference to the drawing. FIG. 15 is an exploded diagram of
the laminate 12 ofthe high-frequency signal transmission line
107 according to the sixth modified example.

The difference between the high-frequency signal trans-
mission line 10f'and the high-frequency signal transmission
line 10 is that no bridge portion 60 is provided in the high-
frequency signal transmission line 10f. In other words, the
opening 30 in the high-frequency signal transmission line 10f°
is a slit extending in the x-axis direction. Even in the high-
frequency signal transmission line 10f as described above,
unwanted radiation is reduced similarly to the high-frequency
signal transmission line 10. In addition, since no bridge por-
tion 60 is present, the high-frequency signal transmission line
10f can be bent more easily.
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(High-Frequency Signal Transmission Line According to
Seventh Modified Example)

Hereinafter, a high-frequency signal transmission line
according to a seventh modified example will be described
with reference to the drawing. FIG. 16 is an exploded diagram
of the laminate 12 of the high-frequency signal transmission
line 10g according to the seventh modified example.

The difference between the high-frequency signal trans-
mission line 10g and the high-frequency signal transmission
line 10 is that openings 70 and bridge portions 72 are provided
in the ground conductor 22 and that a high dielectric constant
layer 64 is provided.

In the high-frequency signal transmission line 10g, the
ground conductor 22 has the same shape as that of the ground
conductor 24. In other words, in the ground conductor 22, a
plurality of the openings 70 and the bridge portions 72 that
overlap the signal line 20 are alternately arranged along the
signal line 20.

Further, in the high-frequency signal transmission line 10g,
the high dielectric constant layer 64 is provided instead of the
protective layer 14. The high dielectric constant layer 64 has
the same shape as that of the protective layer 14, and has a
relative dielectric constant €3 higher than the relative dielec-
tric constant €1 of the dielectric element assembly 12. The
high dielectric constant layer 64 has the same shape as that of
the protective layer 14 and is provided so as to overlap the
openings 70. The high dielectric constant layer 64 is formed
from, for example, the same material as that of the high
dielectric constant layer 15.

In the high-frequency signal transmission line 10g config-
ured as described above as well, unwanted radiation is
reduced similarly to the high-frequency signal transmission
line 10.

(High-Frequency Signal Transmission Line According to
Eighth Modified Example)

Hereinafter, a high-frequency signal transmission line
according to an eighth modified example will be described
with reference to the drawing. FIG. 17 is an exploded diagram
of the laminate 12 of the high-frequency signal transmission
line 10/ according to the eighth modified example.

The difference between the high-frequency signal trans-
mission line 10/ and the high-frequency signal transmission
line 10 is that a dielectric sheet 184 is laminated on the
dielectric sheet 18¢. More specifically, the dielectric sheet
184 is laminated on the negative direction side of the dielec-
tric sheet 18¢ in the z-axis direction. The high dielectric
constant layer 15 is laminated on the negative direction side of
the dielectric sheet 184 in the z-axis direction. Thus, the
ground conductor 24 is sandwiched between the dielectric
sheets 18¢ and 184. In other words, the ground conductor 24
does not have to be provided on the first principal surface of
the dielectric element assembly 12.

In the high-frequency signal transmission line 10/ config-
ured as described above as well, unwanted radiation is
reduced similarly to the high-frequency signal transmission
line 10.

Other Preferred Embodiments

A high-frequency signal transmission line according to the
present invention is not limited to the high-frequency signal
transmission lines 10 and 10a to 10/ according to the pre-
ferred embodiments described above, and can be modified in
a variety of ways within the scope of the present invention.

In each of the high-frequency signal transmission lines 10,
10a to 10e, 10g, and 104, a plurality of the openings 30 have
the same shape. However, the shapes of some of a plurality of
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the openings 30 may be different from the shapes of the others
of a plurality of the openings 30. For example, the lengths of
openings 30 in the x-axis direction other than predetermined
openings 30 among a plurality of the openings 30 may be
larger than the lengths of the predetermined openings 30 in
the x-axis direction. Thus, in a region where the predeter-
mined openings 30 are provided, it is possible to easily bend
each of the high-frequency signal transmission lines 10, 10a
to 10e, 10g, and 10/.

It is noted that the configurations shown in the high-fre-
quency signal transmission lines 10 and 10a to 10/~ may be
combined.

In the high-frequency signal transmission lines 10a to 10e,
10g, and 10/, between the adjacent two bridge portions 60,
the characteristic impedance of the signal line 20 varies so as
to increase to the minimum value Z2, the intermediate value
73, and the maximum value Z1 in order and then decrease to
the maximum value Z1, the intermediate value Z3, and the
minimum value Z2 in order as distance from one bridge
portion 60 increases toward the other bridge portion 60. How-
ever, between the adjacent two bridge portions 60, the char-
acteristic impedance of the signal line 20 may vary so as to
increase to the minimum value Z2, the intermediate value Z3,
and the maximum value Z1 in order and then decrease to the
maximum value Z1, an intermediate value Z4, and the mini-
mum value 72 in order as distance from one bridge portion 60
increases toward the other bridge portion 60. In other words,
the intermediate value Z3 and the intermediate value Z4 may
be different from each other. For example, the openings 30,
44a, and 445 may have shapes that are not line-symmetrical
about the straight line A. However, the intermediate value 74
has to be higher than the minimum value 72 and lower than
the maximum value Z1.

In addition, the minimum value Z2 may be different
between the adjacent two bridge portions 60. In other words,
as long as the entireties of the high-frequency signal trans-
mission lines 10a to 10f are adjusted to predetermined char-
acteristic impedances, all the minimum values Z2 do not have
to be the same. However, the minimum value Z2 on one
bridge portion 60 side has to be lower than the intermediate
value 73, and the minimum value Z2 on the other bridge
portion 60 side has to be lower than the intermediate value 74.

In addition, the connectors 100a and 1005 may be provided
on the first principal surface side (front surface side) of the
dielectric element assembly 12.

INDUSTRIAL APPLICABILITY

As described above, the present invention is useful for
high-frequency signal transmission lines, and particularly, is
excellent in being able to reduce unwanted radiation.

While preferred embodiments of the present invention
have been described above, it is to be understood that varia-
tions and modifications will be apparent to those skilled in the
art without departing from the scope and spirit of the present
invention. The scope of the present invention, therefore, is to
be determined solely by the following claims.

What is claimed is:

1. A high-frequency signal transmission line comprising:

an element assembly having a first relative dielectric con-
stant and having a first principal surface and a second
principal surface;

a line-shaped signal line provided within the element
assembly;
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a first ground conductor provided on the first principal
surface side with respect to the signal line and facing the
signal line, the first ground conductor being provided
with a first opening that overlaps the signal line; and

a first high dielectric constant layer having a second rela-
tive dielectric constant higher than the first relative
dielectric constant and provided on the first principal
surface so as to overlap the first opening.

2. The high-frequency signal transmission line according

to claim 1, wherein

the first ground conductor is provided on the first principal
surface; and

the first high dielectric constant layer covers the first
ground conductor.

3. The high-frequency signal transmission line according
to claim 1, wherein the element assembly is composed of a
plurality of laminated insulating material layers.

4. The high-frequency signal transmission line according
to claim 1, wherein the element assembly has flexibility.

5. The high-frequency signal transmission line according
to claim 1, further comprising a second ground conductor
facing the first ground conductor across the signal line in the
element assembly.

6. The high-frequency signal transmission line according
to claim 5, wherein

the second ground conductor is provided with a second
opening that overlaps the signal line;

the high-frequency signal transmission line further com-
prises a second high dielectric constant layer having a
third relative dielectric constant higher than the first
relative dielectric constant and provided on the second
principal surface so as to overlap the second opening.
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7. An electronic device comprising:

a component; and

a high-frequency signal transmission line comprising:

an element assembly having a first relative dielectric
constant and having a first principal surface and a
second principal surface;

a line-shaped signal line provided within the element
assembly;

a first ground conductor provided on the first principal
surface side with respect to the signal line and facing
the signal line, the first ground conductor being pro-
vided with a first opening that overlaps the signal line;

a second ground conductor facing the first ground con-
ductor across the signal line in the element assembly;
and

a first high dielectric constant layer having a second
relative dielectric constant higher than the first rela-
tive dielectric constant and provided on the first prin-
cipal surface so as to overlap with first opening;
wherein

the high-frequency signal transmission line is disposed

such that the second principal surface contacts with the

component.

8. The electronic device according to claim 7, wherein the
element assembly is composed of a plurality of laminated
insulating material layers.

9. The electronic device according to claim 7, wherein the
element assembly has flexibility.

10. The electronic device according to claim 7, wherein the
component is a battery pack.

11. The electronic device according to claim 7, wherein the
first principal surface of the high-frequency signal transmis-
sion line is opposed to a casing of the electronic device at a
distance.



